
PIN LODGES INTO
A SLOT IN THE FRAME

STEEL FRAME

BLADE

THE PINS FIT IN THE 
SLOTS AT EACH END OF 

THE FRAME. THE 
KNURLED NUT IS 

TURNED TO APPLY 
TENSION TO THE 

BLADE.
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EXAMPLE TWO
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NUT
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BLADE
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LOOSEN HERE
WING NUT 
ADJUSTER

24 TPI

ADJUSTING SCREW

HACKSAW

FRAME

FASTENINGS

WING NUTS 

HANDLE

FINE BLADE

PIERCING SAW

PIERCING SAW EXAMPLE TWO

ADJUSTING NUT

50mm to 200mm

BENCH PIN

TEETH PER INCH (25mm) SUITABLE FOR CUTTING

14 TPI

18 TPI

24 TPI

32 TPI

LARGE SIZES, ALUMINIUM AND 
OTHER SOFT METALS.

SUITABLE FOR GENERAL 
WORKSHOP CUTTING.

FOR CUTTING STEEL PLATE UP TO 
5/6mm.

FOR CUTTING HOLLOW SECTIONS 
AND TUBING.

POWER HACKSAW

FOUR COMMON SAWS FOR METALS
www.technologystudent.com © 2019https://www.facebook.com/groups/254963448192823/WORLD ASSOCIATION OF TECHNOLOGY TEACHERS V.Ryan © 2019

TRY THE FREE MOBILE INTERACTIVE PDF APPS FOUND AT  - FOR ALL YOUR ENGINEERING AND TECHNOLOGY NEEDSwww.technologystudent.com

1 INCH

teeth per inch - TPI

V.Ryan © 2019

V.Ryan © 2019

V.Ryan © 2019

V.Ryan © 2019

V.Ryan © 2019

V.Ryan © 2019

V.Ryan © 2019

V.Ryan © 2019

TRY THE FREE MOBILE INTERACTIVE PDF APPS 
FOUND AT  - FOR ALLwww.technologystudent.com

 YOUR ENGINEERING AND TECHNOLOGY NEEDS

V.Ryan © 2019

V.Ryan © 2019

V.Ryan © 2019

V.Ryan © 2019

http://www.technologystudent.com
https://www.facebook.com/groups/254963448192823/
http://www.technologystudent.com
http://www.technologystudent.com

	Page 1

